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INSTALLATION INSTRUCTIONS

BMW FRONT MOUNT UPGRADE INTERCOOLER KIT – P/N 
25H311-1000

’07 - BMW 335i TWIN TURBO



INTRODUCTION
Please read over the instructions carefully prior to installation. 
Check to make sure all the components listed in the parts list are in 
the box and are not damaged. If any components are missing or 
damaged, please call Code3 Performance technical support at 
805-265-6765, between the hours of 8:00am and 5:00pm PST, Monday 
through Friday.  

The new Code3 Performance upgraded intercooler will provide lower 
intake temperatures and lower pressure drops as compared to the 
factory intercooler.  Although performance may vary depending on 
conditions and boost pressure, as much as 27hp and 23 ft./lb can 
achieved over the factory unit, with less pressure drop than the 
stock unit. This unit bolts onto all factory mounting points without 
any major modifications. There will be some slight trimming of the 
factory plastic shroud by the intercooler.

Bumper removal is not required. However, it will allow for easier 
trimming.

PARTS LIST
Part Number Description Quantity
25H211-1000 Intercooler Assembly 1
25P110-1000 Boost Tube 1
25S451-2500 Silicone Hose, 2.5”ID 

x 45 Deg.
1

25SC01-2500 Silicone Hose, 2.5”ID 
Straight

1

2T1420-250 T-Bolt Clamp, 2.50” 4
25I100-1000 Installation 

Instructions
1
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PREPPING THE VEHICLE FOR INSTALLTION
1. Lift the front of the vehicle and support it with jack stands. 

Make sure the vehicle is fully secured before working underneath 
or moving onto the next step.

2. With an 18mm socket, remove both front wheels.

REMOVING THE PLASTIC TRIMS
1. Using an 8mm socket, remove the 7 bolts underneath the front 

bumper and the 17 bolts the secure the factory plastic dust tray 
from underneath the vehicle.  SEE FIGURES 1-4

FIGURE 1 FIGURE 2

FIGURE 3 FIGURE 4

2. Remove both sides of the inner fender well plastic trim by 
unbolting the 8 bolts using an 8mm socket and unplugging the 
harness.  SEE FIGURES 5-10
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FIGURE 5 FIGURE 6

FIGURE 7 FIGURE 8

FIGURE 9 FIGURE 10
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3. Disconnect the fog light harness from both fog lights by 
depressing both the tabs on the side of the plug and pulling 
downwards.  SEE FIGURES 11-12

FIGURE 11 FIGURE 12

4. Unbolt the two bolts inside the fender well on each side that 
secures front bumper to the vehicle with an 8mm socket.  SEE 
FIGURE 13-14

FIGURE 13 FIGURE 14

5. Using a Torx T30 driver, remove the 4 bolts on the top of the 
bumper, and carefully remove the bumper from the vehicle.  SEE 
FIGURE 15-16
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FIGURE 15 FIGURE 16

REMOVING THE FACTORY INTERCOOLER & TUBES
1. Carefully pry out the factory intercooler tube’s retaining ring 

using a flat head screwdriver or pliers for both sides.  SEE 
FIGURES 17-19

FIGURE 17 FIGURE 18

FIGURE 19
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2. Turn both of the tabs of the plastic locking mechanism clock-
wise on the bottom factory intercooler try to expose the factory 
intercooler.  SEE FIGURE 20-21

FIGURE 20 FIGURE 21

3. Using a Torx T27 driver, remove the Torx screw (one of each side 
of the intercooler) that secures the factory intercooler to the 
core support.  Making sure the intercooler is supported while 
you’re unscrewing the Torx screws.  SEE FIGURE 22

FIGURE 22

4. Remove factory intercooler.  SEE FIGURE 23-25
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FIGURE 23 FIGURE 24

FIGURE 25

5. Remove the passenger side turbo to intercooler boost tube.  The 
hose clamp is removed by finding the locking seam, inserting a 
flat head screwdriver, and prying it apart carefully without 
damaging the factory silicone hose.  SEE FIGURE 26-28

FIGURE 26 FIGURE 27
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FIGURE 28

6. Disconnect the factory blow off valve pipe from the fan shroud.

7. Using a 7mm socket, loosen the clamp on the boost tube that the 
blow off valve pipe connects to and remove pipe from underneath 
the vehicle.  SEE FIGURE 29-30

FIGURE 29 FIGURE 30

8. Using a set of calipers, set them to .750” or 3/4” and lock them 
in place.  Place the side of the caliper against the back edge 
of the core support and carefully scribe a line across the enter 
bottom of the core support.  SEE FIGURE 31-33
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FIGURE 31 FIGURE 32

FIGURE 33

9. Using an air body saw or a small cut off wheel, trim off the 
plastic core support that you just scribed.  SEE FIGURE 34-35

FIGURE 34 FIGURE 35
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10.Using the air body saw or a small cut off wheel again, trim off 
the factory intercooler side baffle on the passenger side of the 
vehicle.  SEE FIGURE 36-38

FIGURE 36 FIGURE 37

FIGURE 38

INSTALLING THE NEW UPGRADE INTERCOOLER
1. Slide the supplied 45deg. 2.50” diameter silicone elbow (P/N 

25S451-2500) onto the factory passenger side turbo to 
intercooler pipe and secure loosely with two supplied 2.50” t-
bolt clamps (P/N 2T1420-250).   SEE FIGURE 39-40
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FIGURE 39 FIGURE 40

2. Slide a 2.5” diameter silicone hose coupling (P/N 25SC01-2500) 
along with two 2.5” diameter t-bolt clamp (P/N 2T1420-250) onto 
the driver side upgrade intercooler tube.  SEE FIGURE 41

FIGURE 41

3. Carefully install the new upgrade intercooler into the vehicle, 
sliding the previously installed 45deg. 2.5” diameter silicone 
elbow (P/N 25S451-2500) onto the passenger side tube of the new 
upgrade intercooler.  SEE FIGURE 42-45
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FIGURE 42 FIGURE 43

FIGURE 44 FIGURE 45

4. While installing the new upgrade intercooler into the vehicle. 
Make sure the “L” brackets that are welded on the new upgrade 
intercooler slide onto the back of the factory plastic fan 
shroud.  SEE FIGURE 46

FIGURE 46
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5. Secure the new upgrade intercooler to the vehicle by using a T27 
driver and the two factory Torx screws (one on each side).  SEE 
FIGURE 47

FIGURE 47 

6. Install the new supplied boost tube (P/N 900-119) from the top 
of the vehicle.  The tube will connect from the factory blow off 
valve pipe to the intercooler.  Insert the end with the slight 
angle onto the 2.5” silicone hose coupling (P/N 25SC01-2500) 
that was previously installed on the new upgrade intercooler and 
the other end onto the factory blow off valve pipe and secure 
the blow off valve tube side using factory hose clamps.  SEE 
FIGURE 48-51

FIGURE 48 FIGURE 49
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FIGURE 50 FIGURE 51

7. Tighten all the hose clamps.

RE-INSTALLING FACTORY TRIMS
1. Re-install all factory plastic panels and bumper in reverse 

order.  SEE FIGURE 52-53

FIGURE 52 FIGURE 53
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